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WORK ITEM QUANTITY| UNIT
CLEAR AND GRUB 43,528 |SF
SD PIPE (FIELD VERIFY TYPE AND SIZE) 40|LF
RELOCATE FLARED END SECTION 1|EA
CONNECT TO EXISTING SD 1|EA
SAWCUT AND REMOVE ASPHALT PAVEMENT 143 |LF
3" THICK ASPHALTIC CONCRETE 28,079 |SF
9" THICK ASPHALTIC CONCRETE 95,007 |SF
UNTREATED BASE COURSE 2,218|CY
4" SOLID YELLOW PAINTED CENTERLINE STRIPE 3,406 |LF
ALTERNATE BID QUANTITIES
3" THICK ASPHALTIC CONCRETE 19,477 |SF
UNTREATED BASE COURSE 601 |CY
4" SOLID YELLOW PAINTED CENTERLINE STRIPE 654 |LF
4" WHITE PARKING LOT PAINTED MARKINGS 272|LF
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GENERAL NOTES

1. THIS FACILITY IS IN OPERATION 24 HOURS A DAY, 7 DAYS A WEEK.
CONTRACTOR TO MAINTAIN ACCESS TO ALL ROADS AND PARKING
LOTS THROUGHOUT CONSTRUCTION.

2. ALL WORK SHALL BE SCHEDULED THROUGH TERRY JACOBS (435)
528—-3050 OR PAUL TAYLOR (435) 528—6482.

3. CONTRACTOR TO VERIFY LOCATION AND DEPTH OF ALL UTILITIES
PRIOR TO ANY CONSTRUCTION OR EXCAVATION.

4. ALL WORK TO BE DONE ACCORDING TO LOCAL, COUNTY, STATE, AND
FEDERAL GUIDELINES AS APPLICABLE, SPECIFICATION DETAILS.

5. NOTIFY OWNER 48 HOURS IN ADVANCE OF ANY WATER SHUT OFFS
AND ANTICIPATED DURATION.

6. NO CHANGE IN DESIGN, LOCATION OR GRADE WILL BE MADE BY THE
CONTRACTOR WITHOUT WRITTEN APPROVAL.

7. FOR EXISTING UTILITY INFORMATION AND LOCATION CONTACT PAUL
TAYLOR (435) 528—6482.

8. ALL CONSTRUCTION SIGNAGE, BARRICADE, TRAFFIC CONTROL DEVICES,
ETC., SHALL CONFORM TO THE LATEST EDITION OF THE M.U.C.T.D.
CONTRACTOR WILL MAINTAIN SUCH SO THEY ARE PROPERLY PLACED
AND VISIBLE AT ALL TIMES.

9. ALL ROAD AND PARKING STRIPING SHALL BE ACCOMPLISHED IN
ACCORDANCE WITH DFCM, LOCAL, COUNTY, AND FEDERAL GUIDELINES
AND THE LATEST EDITION ON THE M.U.T.C.D. AS APPLICABLE.

10. COORDINATE WITH OWNER FOR NECESSARY DEVEGITATION ALONG
SHOULDERS OF ROADWAY.

CONSTRUCTION NOTES

RELOCATE EXISTING STORM DRAIN FLARED END SECTION
ADDING SD PIPE TO MATCH EXISTING SIZE, MATERIAL AND SLOPE

REGRADE ROCK DITCH AS NEEDED FOR POSSITIVE DRAINAGE

REMOVE AND SALVAGE ROCK FROM EXISTING DITCH (BY CUCF),
FILL AREA WITH STRUCTURAL FILL (BY CONTRACTOR)

MATCH EXISTING DITCH FLOW LINE

SAW CUT (1’ MIN.), TRIM, TACK AND JOIN NEW PAVEMENT
TO EXISTING (TYP.)

CONSTRUCT 22’ WIDE ASPHALT ROADWAY PER PAVEMENT
SECTION A/CD109 WITH 2% CROSS SLOPE FROM
CENTERLINE CROWN

NEW ASPHALT TO MATCH EXISTING GRADE (TYP.)
MAINTAIN POSITIVE SLOPE 0.50% MIN. (TYP.)

PAINT 4” SOLID YELLOW CENTERLINE STRIPE

OOIOMONCIONOIONS

LEGEND

EXISTING BUILDING LINE
EXISTING CURB AND GUTTER
EXISTING EDGE OF PAVEMENT
EXISTING SIDEWALK
EXISTING FENCE
|:| PAVEMENT IMPROVEMENT AREA
EXISTING ASPHALT NOT TO BE IMPROVED

= DRAINAGE FLOW ARROW

E—\

SCALE
HORIZONTAL: 17 = 20
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1.

GENERAL NOTES

THIS FACILITY IS IN OPERATION 24 HOURS A DAY, 7 DAYS A WEEK.
CONTRACTOR TO MAINTAIN ACCESS TO ALL ROADS AND PARKING
LOTS THROUGHOUT CONSTRUCTION.

. ALL WORK SHALL BE SCHEDULED THROUGH TERRY JACOBS (435)

528—-3050 OR PAUL TAYLOR (435) 528—6482.

CONTRACTOR TO VERIFY LOCATION AND DEPTH OF ALL UTILITIES
PRIOR TO ANY CONSTRUCTION OR EXCAVATION.

ALL WORK TO BE DONE ACCORDING TO LOCAL, COUNTY, STATE, AND
FEDERAL GUIDELINES AS APPLICABLE, SPECIFICATION DETAILS.

NOTIFY OWNER 48 HOURS IN ADVANCE OF ANY WATER SHUT OFFS
AND ANTICIPATED DURATION.

NO CHANGE IN DESIGN, LOCATION OR GRADE WILL BE MADE BY THE
CONTRACTOR WITHOUT WRITTEN APPROVAL.

FOR EXISTING UTILITY INFORMATION AND LOCATION CONTACT PAUL
TAYLOR (435) 528—6482.

ALL CONSTRUCTION SIGNAGE, BARRICADE, TRAFFIC CONTROL DEVICES,
ETC., SHALL CONFORM TO THE LATEST EDITION OF THE M.U.C.T.D.
CONTRACTOR WILL MAINTAIN SUCH SO THEY ARE PROPERLY PLACED
AND VISIBLE AT ALL TIMES.

ALL ROAD AND PARKING STRIPING SHALL BE ACCOMPLISHED IN
ACCORDANCE WITH DFCM, LOCAL, COUNTY, AND FEDERAL GUIDELINES
AND THE LATEST EDITION ON THE M.U.T.C.D. AS APPLICABLE.

10. COORDINATE WITH OWNER FOR NECESSARY DEVEGITATION ALONG

SHOULDERS OF ROADWAY.

CONSTRUCTION NOTES

WO ©

CONSTRUCT 22’ WIDE ASPHALT ROADWAY PER PAVEMENT
SECTION A/CD109 WITH 2% CROSS SLOPE FROM
CENTERLINE CROWN

NEW ASPHALT TO MATCH EXISTING GRADE (TYP.)
PAINT 4" SOLID YELLOW CENTERLINE STRIPE

LEGEND

EXISTING BUILDING LINE

EXISTING CURB AND GUTTER

EXISTING EDGE OF PAVEMENT

EXISTING SIDEWALK

EXISTING FENCE

PAVEMENT IMPROVEMENT AREA

EXISTING ASPHALT NOT TO BE IMPROVED
DRAINAGE FLOW ARROW

E—\

SCALE

HORIZONTAL: 1”7 = 20
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MATCHLINE — SEE SHEET 5

1 2
GENERAL NOTES CONSTRUCTION NOTES LEGEND
A 2 A e SIS e @ CONSTRUCT 22° WIDE ASPHALT ROADWAY PER PAVEMENT EXISTING BUILDING LINE
LOTS THROUGHOUT CONSTRUCTION. SECTION A/CD109 WITH 2% CROSS SLOPE FROM
N TER N CROWN EXISTING CURB AND GUTTER
. ALL WORK SHALL BE SCHEDULED THROUGH TERRY JACOBS (435) EXISTING EDGE OF PAVEMENT
5283050 OR PAUL TAYLOR (435) 5286482, @ NEW ASPHALT TO MATCH EXISTING GRADE (TYP.) EXISTING SIDEWALK o
. CONTRACTOR TO VERIFY LOCATION AND DEPTH OF ALL UTILITIES @ PAINT 47 SOLID YELLOW CENTERLINE STRIPE EXISTING FENCE BASE BID .
PRIOR TO ANY CONSTRUCTION OR EXCAVATION. PAVEMENT IMPROVEMENT AREA = ! W-E
. ALL WORK TO BE DONE ACCORDING TO LOCAL, COUNTY, STATE, AND EXISTING ASPHALT NOT TO BE IMPROVED
FEDERAL GUIDELINES AS APPLICABLE, SPECIFICATION DETAILS. DRAINAGE. FLOW ARROW S E v oND ENGINEERING
6217 SOUTH STATE STREET, SUITE 300 MURRAY, UT 84107
) 2//?/5/ FAYN%%\/%EARTE%B DHL’/C/)QL;Rg O;\//V ADVANCE OF ANY WATER SHUT OFFS 8017431300 TEL 801743.0300 FAX WWW.NOLTE.COM
6. NO CHANGE IN DESIGN, LOCATION OR GRADE WILL BE MADE BY THE CREATED BY: NOLTE ASSOCIATES
CONTRACTOR WITHOUT WRITTEN APPROVAL.
7. FOR EXISTING UTILITY INFORMATION AND LOCATION CONTACT PAUL "
TAYLOR (435) 528-6482.
8. ALL CONSTRUCTION SIGNAGE, BARRICADE, TRAFFIC CONTROL DEVICES, SCALE
ETC., SHALL CONFORM TO THE LATEST EDITION OF THE M.U.C.T.D.
CONTRACTOR WILL MAINTAIN SUCH SO THEY ARE PROPERLY PLACED HORIZONTAL: 17 = 20
AND VISIBLE AT ALL TIMES. T gy B No. 270928
9. ALL ROAD AND PARKING STRIPING SHALL BE ACCOMPLISHED IN e CURTEDWARD
ACCORDANCE WITH DFCM, LOCAL, COUNTY, AND FEDERAL GUIDELINES
AND THE LATEST EDITION ON THE M.U.T.C.D. AS APPLICABLE.
10. COORDINATE WITH OWNER FOR NECESSARY DEVEGITATION ALONG —*—'—
SHOULDERS OF ROADWAY.
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SECTION B/CD109 WITH 2% CROSS SLOPE FROM

6. NO CHANGE IN DESIGN, LOCATION OR GRADE WILL BE MADE BY THE

CREATED BY: NOLTE ASSOCIATES
CONTRACTOR WITHOUT WRITTEN APPROVAL. CENTERLINE CROWN

SAW CUT (1° MIN.), TRIM, TACK AND JOIN NEW PAVEMENT
TO EXISTING (TYP.)

7. FOR EXISTING UTILITY INFORMATION AND LOCATION CONTACT PAUL
TAYLOR (435) 528—6482.

PAINT 4” SOLID YELLOW CENTERLINE STRIPE

GENERAL NOTES CONSTRUCITION NOTES LEGEND
g (’;’g/,\',s ,,;'jg%ﬁ r/g f{}/ " f,f,’;ﬁ’f,{,‘ 71\%%525‘; F}gufi ARg ;\“DY:S Z\ ,fDA g‘ ;K,,\V}'gEK ‘ @ CONSTRUCT 22’ WIDE ASPHALT ROADWAY PER PAVEMENT EXISTING BUILDING LINE
LOTS THROUGHOUT CONSTRUCTION. SECTION A/CD109 WITH 2% CROSS SLOPE FROM
CENTERLINE CROWN EXISTING CURB AND GUTTER
2. ALL WORK SHALL BE SCHEDULED THROUGH TERRY JACOBS (435) EXISTING EDGE OF PAVEMENT
528-3050 OR PAUL TAYLOR (435) 5286482 @ NEW ASPHALT TO MATCH EXISTING GRADE (TYP.) EXISTING SIDEWALK o
3. CONTRACTOR TO VERIFY LOCATION AND DEPTH OF ALL UTILITIES @ CONSTRUCT 300 LF, 12° WIDE ASPHALT ROADWAY PER EXISTING FENCE %
PRIOR TO ANY CONSTRUCTION OR EXCAVATION. PAVEMENT SECTION B/CD109 WITH 2% CROSS SLOPE [ ] PAVEMENT IMPROVEMENT AREA m \ W-E
4. ALL WORK TO BE DONE ACCORDING TO LOCAL, COUNTY, STATE, AND @ ALIGN ROADWAY PARALLEL TO EXISTING PARKING LOT, EXISTING ASPHALT NOT TO BE IMPROVED
FEDERAL GUIDELINES AS APPLICABLE, SPECIFICATION DETAILS. Lrt(;A S\f/g/grg/\/g%i_f/oﬁ_o%rmf? NEW 4’ SIDEWALK ADJACENT DRAINAGE FLOW ARROW BEYOND ENGINEERING
5217 SOUTH STATE STREET, SUITE 300 MURRAY, UT 84107
5. NOTIFY OWNER 48 HOURS IN ADVANCE OF ANY WATER SHUT OFFS BASE BID ERIT SOuTH STATE STREET. SUTE RRAY, U1 outor
AND ANTICIPATED DURATION. @ CONSTRUCT 22’ WIDE ASPHALT ROADWAY PER PAVEMENT

8. ALL CONSTRUCTION SIGNAGE, BARRICADE, TRAFFIC CONTROL DEVICES, SCALE

ETC., SHALL CONFORM TO THE LATEST EDITION OF THE M.U.C.T.D.

CONTRACTOR WILL MAINTAIN SUCH SO THEY ARE PROPERLY PLACED HORIZONTAL: 1”7 = 20

AND VISIBLE AT ALL TIMES. —— No. 270928
9. ALL ROAD AND PARKING STRIPING SHALL BE ACCOMPLISHED IN P @ CURT EDWARD

ACCORDANCE WITH DFCM, LOCAL, COUNTY, AND FEDERAL GUIDELINES MeCUISTION
AND THE LATEST EDITION ON THE M.U.T.C.D. AS APPLICABLE.

10. COORDINATE WITH OWNER FOR NECESSARY DEVEGITATION ALONG —*—'—
SHOULDERS OF ROADWAY.
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GENERAL NOTES CONSTRUCTION NOTES LEGEND
g gg’ﬁ ,;jg%,? ;g f{}/ A ,‘,f,’;ﬁ% 71\%%52545 h}gufi Ajo‘gzs Z\ AfDA };SA ,;‘K,,%EK ‘ @ CONSTRUCT 22’ WIDE ASPHALT ROADWAY PER PAVEMENT EXISTING BUILDING LINE
LOTS THROUGHOUT CONSTRUCTION. SECTION A/CD109 WITH 2% CROSS SLOPE FROM
N e NE CROIN EXISTING CURB AND GUTTER
2. ALL WORK SHALL BE SCHEDULED THROUGH TERRY JACOBS (435) EXISTING EDGE OF PAVEMENT
5283050 OR PAUL TAYLOR (435) 5286482, @ NEW ASPHALT TO MATCH EXISTING GRADE (TYP.) EXISTING. SIDEWALK o
3. CONTRACTOR TO VERIFY LOCATION AND DEPTH OF ALL UTILITIES @ CONSTRUCT 300 LF, 12° WIDE ASPHALT ROADWAY PER EXISTING FENCE §
PRIOR TO ANY CONSTRUCTION OR EXCAVATION. PAVEMENT SECTION B/CD109 WITH 2% CROSS SLOPE |:| PAVEMENT IMPROVEMENT AREA éz “ : m
4. ALL WORK TO BE DONE ACCORDING TO LOCAL, COUNTY, STATE, AND @ ALIGN ROADWAY PARALLEL TO EXISTING PARKING LOT, EXISTING ASPHALT NOT TO BE IMPROVED
FEDERAL GUIDELINES AS APPLICABLE, SPECIFICATION DETAILS. LEAVING ENOUGH ROOM FOR NEW 4’ SIDEWALK ADJACENT DRAINAGE FLOW ARROW BEYOND ENGINEERINSG
TO0 SOUTH EDGE OF LOT 5217 SOUTH STATE STREET, SUITE 300 MURRAY, UT 84107
5. NOTIFY OWNER 48 HOURS IN ADVANCE OF ANY WATER SHUT OFFS 521 SOUTH STATE STREET. SUITE RRAY, T 84107
AND ANTICIPATED DURATION. : e . '
@ CONSTRUCT 22’ WIDE ASPHALT ROADWAY PER PAVEMENT
6. NO CHANGE IN DESIGN, LOCATION OR GRADE WILL BE MADE BY THE ?gﬁ?gﬁ,ﬁ{cggﬁwm TH 2% CROSS SLOPE FROM CREATED BY: NOLTE ASSOCIATES
CONTRACTOR WITHOUT WRITTEN APPROVAL.
”» N
7. FOR EXISTING UTILITY INFORMATION AND LOCATION CONTACT PAUL @ PAINT 4~ SOLID YELLOW CENTERLINE STRIFE 3
TAYLOR (435) 528—6482.
8. ALL CONSTRUCTION SIGNAGE, BARRICADE, TRAFFIC CONTROL DEVICES,
ETC., SHALL CONFORM TO THE LATEST EDITION OF THE M.U.C.T.D.
CONTRACTOR WILL MAINTAIN SUCH SO THEY ARE PROPERLY PLACED .
AND VISIBLE AT ALL TIMES. SCALE N\ No. 270928
. » — ’ \
9. ALL ROAD AND PARKING STRIPING SHALL BE ACCOMPLISHED IN pRACCI R P o U TARD
ACCORDANCE WITH DFCM, LOCAL, COUNTY, AND FEDERAL GUIDELINES ——
AND THE LATEST EDITION ON THE M.U.T.C.D. AS APPLICABLE. TR T T ‘
10. COORDINATE WITH OWNER FOR NECESSARY DEVEGITATION ALONG —*—'—
SHOULDERS OF ROADWAY.
BASFE BID
SITE /LOCATION
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MATCHLINE — SEE SHEET 8

GENERAL NOTES CONSTRUCTION NOTES LEGEND
" 273@5,;22%,? ;3 f\/}/A f,f,’;ﬁ% Z%Aégzsé /;gufi ARngyg Z\ ,\ZDA ),;i,éK,,%EK' @ CONSTRUCT 22° WIDE ASPHALT ROADWAY PER PAVEMENT EXISTING BUILDING LINE BASE BID

LOTS THROUGHOUT CONSTRUCTION. SECTION B/CD109 WITH 2% CROSS SLOPE FROM

N TER NG RO EXISTING CURB AND GUTTER

2. ALL WORK SHALL BE SCHEDULED THROUGH TERRY JACOBS (435) EXISTING EDGE OF PAVEMENT

5283050 OR PAUL TAYLOR (435) 5286482, @ NEW ASPHALT TO MATCH EXISTING GRADE (TYP.) EXISTING. SIDEWALK o
3. CONTRACTOR TO VERIFY LOCATION AND DEPTH OF ALL UTILITIES @ BASE BID, ALTERNATE BID LIMIT LINE EXISTING FENCE §

PRIOR TO ANY CONSTRUCTION OR EXCAVATION. S 8

@ SAW CUT (1’ MIN.), TRIM, TACK AND JOIN NEW PAVEMENT [] PAVEMENT IMPROVEMENT AREA ' e , W-E

4. ALL WORK TO BE DONE ACCORDING TO LOCAL, COUNTY, STATE, AND TO EXISTING (TYP.) EXISTING ASPHALT NOT TO BE IMPROVED

FEDERAL GUIDELINES AS APPLICABLE, SPECIFICATION DETAILS.

@ PAINT 4” SOLID YELLOW CENTERLINE STRIPE DRAINAGE FLOW ARROW 5217 S:UTIE'I STI'A:E :I'R:ET :.IIT: 3:0 o MT.R:AYI U: 8‘:107

S. ZZgFIN%Vg?’/DEARTEza DIHUC/)QL;Rg O;\//V ADVANCE OF ANY WATER SHUT OFFS 801.743.1300 TEL 801.743.0'300 FAX WVIW.;IOLTECOM
6. NO CHANGE IN DESIGN, LOCATION OR GRADE WILL BE MADE BY THE CREATED BY: NOLTE ASSOCIATES

CONTRACTOR WITHOUT WRITTEN APPROVAL.

N

7. FOR EXISTING UTILITY INFORMATION AND LOCATION CONTACT PAUL »

TAYLOR (435) 528—6482.
8. ALL CONSTRUCTION SIGNAGE, BARRICADE, TRAFFIC CONTROL DEVICES,

ETC., SHALL CONFORM TO THE LATEST EDITION OF THE M.U.C.T.D. ALTERNATE BID

CONTRACTOR WILL MAINTAIN SUCH SO THEY ARE PROPERLY PLACED

AND VISIBLE AT ALL TIMES. SCALE
9. ALL ROAD AND PARKING STRIPING SHALL BE ACCOMPLISHED IN HORIZONTAL: 1" = 20

ACCORDANCE WITH DFCM, LOCAL, COUNTY, AND FEDERAL GUIDELINES ,

AND THE LATEST EDITION ON THE M.U.T.C.D. AS APPLICABLE. 0 50 0 2 X
10. COORDINATE WITH OWNER FOR NECESSARY DEVEGITATION ALONG - r

SHOULDERS OF ROADWAY. \/ )
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GENERAL NOTES

1.

THIS FACILITY IS IN OPERATION 24 HOURS A DAY, 7 DAYS A WEEK.
CONTRACTOR TO MAINTAIN ACCESS TO ALL ROADS AND PARKING
LOTS THROUGHOUT CONSTRUCTION.

. ALL WORK SHALL BE SCHEDULED THROUGH TERRY JACOBS (435)

528—-3050 OR PAUL TAYLOR (435) 528—6482.

. CONTRACTOR TO VERIFY LOCATION AND DEPTH OF ALL UTILITIES

PRIOR TO ANY CONSTRUCTION OR EXCAVATION.

ALL WORK TO BE DONE ACCORDING TO LOCAL, COUNTY, STATE, AND
FEDERAL GUIDELINES AS APPLICABLE, SPECIFICATION DETAILS.

NOTIFY OWNER 48 HOURS IN ADVANCE OF ANY WATER SHUT OFFS
AND ANTICIPATED DURATION.

NO CHANGE IN DESIGN, LOCATION OR GRADE WILL BE MADE BY THE
CONTRACTOR WITHOUT WRITTEN APPROVAL.

FOR EXISTING UTILITY INFORMATION AND LOCATION CONTACT PAUL
TAYLOR (435) 528—6482.

ALL CONSTRUCTION SIGNAGE, BARRICADE, TRAFFIC CONTROL DEVICES,
ETC., SHALL CONFORM TO THE LATEST EDITION OF THE M.U.C.T.D.
CONTRACTOR WILL MAINTAIN SUCH SO THEY ARE PROPERLY PLACED
AND VISIBLE AT ALL TIMES.

ALL ROAD AND PARKING STRIPING SHALL BE ACCOMPLISHED IN
ACCORDANCE WITH DFCM, LOCAL, COUNTY, AND FEDERAL GUIDELINES
AND THE LATEST EDITION ON THE M.U.T.C.D. AS APPLICABLE.

10. COORDINATE WITH OWNER FOR NECESSARY DEVEGITATION ALONG

SHOULDERS OF ROADWAY.

CONSTRUCTION NOITES

ONONOICENOIOMC,

CONSTRUCT 22’ WIDE ASPHALT ROADWAY PER PAVEMENT
SECTION B/CD109 WITH 2% CROSS SLOPE FROM
CENTERLINE CROWN

NEW ASPHALT TO MATCH EXISTING GRADE (TYP.)

CONSTRUCT ASPHALT PARKING LOT PER PAVEMENT
SECTION B/CD109, SLOPE TO DRAIN, 2.00% MiIN,
EXCEPT IN DISABLED PARKING STALL, SEE NOTE 5 BELOW

4” WHITE PARKING STALL STRIPES (SEE CONSTR. NOTE 9)

VAN ACCESSIBLE DISABLED PARKING STALL MARKING,
SLOPE TO DRAIN, 0.50%Z MIN, 2.00% MAX.

VAN ACCESSIBLE DISABLED PARKING SIGN,
SEE DETAIL D/CD109

CONSTRUCT 4’ WIDE ADA COMPLIANT ASPHALT SIDEWALK
TO CONNECT ACCESSIBLE PARKING TO EXISTING CONCRETE
PAD, SECTION B/CD109, SLOPE TO DRAIN, 5.00% MAX.

PAINT 47 SOLID YELLOW CENTERLINE STRIPE

LEGEND

EXISTING BUILDING LINE
EXISTING CURB AND GUTTER
EXISTING EDGE OF PAVEMENT
EXISTING SIDEWALK

EXISTING FENCE

PAVEMENT IMPROVEMENT AREA

EXISTING ASPHALT NOT TO BE IMPROVED

DRAINAGE FLOW ARROW

SCALE

HORIZONTAL: 1" = 20

0 50 10 20’ 30’

\\H\\\\.

LI

TEH

i

——~—)

ALTERNATE BID

KEYMAP

N.T.S.

GATE 42

HOT HOUSE

100.0

R30.0°

BASE BID

S

MATCHLINE — SEE SHEET 7
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5" PG 64—28 ASPHALTIC CONCRETE
COMPACTED TO 96% DENSITY (ASTM 7230)\

5}}

10" BASE (UDOT SPEC.)\ (& /Y

70)}

NN

K

)
LA

2

SCARIFY AND RECOMPACT SUBGRADE/
(SEE GEOTECHNICAL REPORT)

VAR/ SCALE: N.T.S.

N\ HEAVY PAVEMENT SECTION
AR/

3" PG 64—28 ASPHALTIC CONCRETE
COMPACTED TO 96% DENSITY (ASTM 7'230)\
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SCARIFY AND RECOMPACT SUBGR’ADE/
(SEE GEOTECHNICAL REPORT)

7\ LIGHT PAVEMENT SECTION

\VAR/" SCALE: N.T.S.

3 4
22.0° FIELD VERIFY
FIELD
11.0° 1.0’ VERIFY 6.0° 2.5’
PAVEMENT PAVEMENT
<&
M
o
o 5 EXISTING ASPHALT
2% (MIN.) € 2% (MIN.) o o g
Q I SRR N RISEPRER ~——\l
4” THICK SIDEWALK /
(SLOPE 2% TOWARD PARKING LOT) \ EXISTING CURB & GUTIER
ADA RAMP (12:1 MAX SLOPE)
= CROSS SECTION
k—/ SCALE: 1" = 4
7’_0”
/—2” LEGEND, 4" SYMBOL. GREEN
PR LEGEND AND BORDER. WHITE
o RESERVED| SYMBOL ON BLUE BACKGROUND
-0 PARKING . ON WHITE MAJOR BACKGROUND.
|
~
2 VAN VAN i
©
ACCESSIBLE ACCESSIBLE | L —GALV. STEEL CHANNEL POST.
N J I / %" HOLES ON 1” CENTERS
S1A
J— E — ..N)

—— "WEDGE MASTER” PIPE SUPPORT
AS PRODUCED BY “AMERICAN

SIGN HOLDING DEVICES,” PHOENIX,
ARIZONA, OR EQUAL AS APPROVED
BY ENGINEER.

7//\\ & s N—4" DIA, GALV. STEEL PIPE SLEEVE
7//\\ — 12" DEPTH
XY

12" DIA.

VAN ACCESSIBLE
N\ DISABLED PARKING SIGN DETAIL

k—/ SCALE: N.T.S.
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